
			
									
						
					
			
								
				
															[image: ]															

				

				
				
			
			
											

												
													
										Technical Data Sheet
											
									


				

				

				
				
						
											

												
													
										Safety Data Sheet
											
									


				

				

				
				
			Available Packs
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			Oscar HydraXP ZAF 22
		

				

				
				
							PRODUCT DESCRIPTION
OSCAR HYDRA XP ZAF re zinc- and ash-free, demulsifying and universally usable hydraulic and industrial gear oils of the latest generation with excellent ageing stability, outstanding wear protection (FZG A/8.3/90: >12) and high corrosion protection. OSCAR HYDRA XP ZAF oils fulfill and surpass the requirements on hydraulic oils acc. to DIN 51524-2: HLP and ISO 11158-HM as well as on industrial gear oils DIN 51517-3: CLP
						

				

				
				
			APPLICATION
		

				

				
				
							Every industrial lubricant recommendation should be done after an expert consultation on the application in question. Only then the best lubricant can be selected. Oscar hydraulic oils series “HydraXP” are fitted to all your industrial applications. 
OSCAR HYDRA XP ZAF oils are high grade products, which can be used in all hydraulic systems. OSCAR HYDRA XP products are recommended for use in machine tools where contact between hydraulic fluids and metalworking oils can take place. 
						

				

				
				
			Specification
		

				

				
				
							Fulfil and surpass the minimum demands of DIN 51524-2: HLP and ISO 11158-HM as well as on industrial gear oils DIN 51517-3: CLP.
						

				

				
				
			Typical Properties
		

				

				
				
					
				
														PARAMETERS	
														TEST METHOD	
														UNIT	
														OSCAR HydraXP ZAF 22
	
												Density @ 15°C


												
												ASTM D1298


												
												kg/l


												
												868


											
	
												Flash Point 


												
												ASTM D92 


												
												˚C


												
												165


											
	
												Kinematic viscosity at 40 °C 


												
												ASTM D445 


												
												mm2/s 


												
												22


											
	
												Kinematic viscosity at 100 °C 


												
												ASTM D445 


												
												mm2/s 


												
												4.3


											
	
												Viscosity Index 


												
												ASTM D2270 


												
												-


												
												105


											
	
												Pour Point 


												
												ASTM D97 


												
												°C


												
												-30


											


		

	  			

				

					

		

							

		
							

		
			
			


			























































     

 
    
 
    
 
    
	